BUIC 1502/502

Technical manuals, Update instructions for Rear Endorser and Sorter

REAR ENDORSER

When the endorser is enabled, the solenoid is actuated and the cylinder rotates and prints the rear side of the document. The operator can adjust the position of the printing in the dialog box Acquisition Mode / Peripherals Configuration.




REAR ENDORSER ADJUSTMENTS

Ink Roller position

Description

When the Endorsement with anew Ink roller is not readable or there is too much ink, you can adjust the distance from the Ink Roller to the Endorser Cylinder.

To adjust

1.
Lift the Central cover

2.
Loosen the two nuts that fasten the Ink Roller container

3.
Turn the Container clockwise or counterclockwise until the Ink roller is placed next to the 


Endorser plate (where there is no writing)

4.
Tighten the nuts and make a test; readjust if necessary.
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Cylinder position

Description

The endorser cylinder has been adjusted in order to let the endorser plate rest before the ink-roller.

When you replace the cylinder with a new one, you can modify the rest position of the endorser cylinder, if required.

To adjust

1. Remove the power supply cover, the rear and front covers and disconnect the front panel cable. Loosen the screw that fasten the head to the base of the unit

2. Disconnect the motor and the magnetic solenoid.

3. Lift the unit head, loosen the two SET screws of the clutch

4. Turn the Endorser cylinder counter-clockwise until you reach the right position; tighten the SET screws.




Cylinder

Warning: If the motor stops when the Endorser cylinder is actuated is very important make the following checks/adjustment.

· Check the following:

1. Between the flat side of the shaft and the pressure block there must be 0.3 mm  approx. 

2. The cylinder must move freely in the shaft, otherwise make the hole larger with a half-round file
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SORTER

The documents that have a code-line without errors are sent to the rear pocket.

In case of rejected characters or no characters at all, the sorter solenoid is actuated, the sorter guide turns and documents are sent to the front rejected pocket.
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SORTER ADJUSTMENT

Description

The nucleus of the sorter solenoid shall move freely and the sorter guide will turn easily on its support shaft.

The Exit roller (located on the sorter guide) in normal conditions must touch the rear roller while, when the sorter solenoid is actuated, the exit roller shall touch the front roller.

To adjust

NOTE: The Position of the Sorter solenoid is adjusted at the factory. If it is necessary to clean the solenoid, before removing the sorter solenoid plate mark the position in order to reinstall it in the same place.
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5. Remove the power supply cover, the rear and front covers and disconnect the front panel cable. 

6. Loosen the screw that fasten the head to the base of the unit

7. Disconnect the motor and the magnetic solenoid.

8. Lift the unit head.

9. Loosen the two screws that fasten the solenoid support to the base, clean the solenoid nucleus, paying attention to the small washer located at the end of the nucleus.

10. Reinstall the solenoid support in the previous position.

11. Check the position of the Exit roller:

11.0   In rest position it must touch the rear roller.

11.1   Press the solenoid nucleus and check  that the exit roller touches the front roller.

12. If the position is not correct, loosen the screws that fasten the endorser support and rotate it clockwise or counter-clockwise until you find the right position.
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